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GLP 

The GLP FR1 fixtures are track mount moving heads that work completely wirelessly once powered by the track. This 

means that a wireless transmitter is needed to control these fixtures. We stock a wide range of transmitters that will work 

with the FR1. These include: 

●​ LumenRadio Nova 

●​ LumenRadio Luna 

●​ LumenRadio Stardust 

●​ All W-DMX transmitters 

They can use any transmitter that can use any protocol up to (But not including) CRMX2. This means that CRMX, 

W-DMX 4 and W-DMX 3 will work and allow control of the fixture.  

 

The FR1 itself has no external indicators of its wireless state, which can make pairing more complicated. However, there is 

an internal LED that will flash or be dark depending on the state of the fixture. This can be found in the base of the fixture 

inside one of the vents the side without the fan inside. 

 

Inside this vent, there is a LED on the left of the opening, as pictured below 

 

 

 
 

                                                       ​ ​ This will either be green or flashing. This shows that the 

devices paired                                               ​ ​  with a transmitter and won’t be looking for new signals. 
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To put the unit into “pairing mode”, press the button on the base of the unit for 3 seconds until the light goes out, As 

pictured below 

 

 

 

 

 

 

 

 

 

To connect the fixture, you just need to press the linking button on your transmitter. If it is one of the compatible 

protocols, the light will start flashing and the fixture will start receiving data. As long as the button has been pressed to 

clear last connections, there is no need to press any other button on the fixture. 
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